
Wellen 
Tech Rider 


DJ:

Light: 

Enough light to enable artist to see equipment while performing. No flashlight or fog near the 
table, please.


Equipment:

1 Pioneer DJM 750

2 Monitors Speakers of premium sound quality. Separate volume adjustment required.

2 x Technics SL1210 

2 x Pioneer CDJ 2000 NXS 2


Live Set: 
2 Power plug European multipliers with 5 free slots (220 V) each one

connected to the Stabilizer


2 Monitors Speakers of premium sound quality. Separate volume adjustment required.


Light: 

Enough light to enable the artist to see equipment while performing. No flashlight or fog near the 
table please. 


Cables: 

A stereo XLR-Connection (male) to the main-system or a stereo (2 jack mono, male) to the main-
system.


Table:

Approximate size = 160cm x 60cm, height: 100 cm Power supply: 10 Ports needed – 220V (!) 
European Plug (If outside of the European region please provide adaptor plugs) Monitor 


Speakers: 

2 monitor speakers of premium sound quality and reliability. Separate volume adjustment 
required.


Mixing desk / by request: 

Mackie. Suitable 

Models: 1202VLZ or 1402 VLZ (2 Mono in jack, 5 stereo jack in, 2 AUXs). If not available please 
consult agency for alternatives. 


